
The Golden Dividers
Cardboard kit for dividers to determine the Golden Ratio
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The Golden Dividers were invented in 1893 by the physician and painter Adalbert Goeringer. They are an ingenious and 
practical tool to find the Golden Ratio in nature, artistic works, photographs, or drawings. 
The Golden Ratio denotes a certain ratio between two parts of a distance, angle, or area that is perceived as especially 
harmonious. To find this ratio, divide a distance into two parts a and b, so that the ratio between a and b is the same as 
the ratio between a+b and a (a being the longer part). The 
resulting lengths a and b can then be divided again 
following the same rule and so forth. The number that is 
given by this ratio is called φ in geometry and its numerical 
value is 1.6180339887.... Basically it means a is about 
1.618 times longer than b.
The Golden Ratio φ is an irrational number, which means 
that it cannot be written as the ratio of two integers because 
it has an infinite number of decimal places that donʼt repeat. 
The value of φ is closely related to the Fibonacci Sequence 
[0,1,1,2,3,5,8,13,21,34,55,...] in which you add the last two 
numbers to find the next one in the sequence. If you divide two consecutive numbers of the Fibonacci Sequence you will 
get a result that gets closer and closer to the correct value of φ, the higher up  the sequence you go. For example 8/5=1.6, 
13/8=1.625, ..., 55/34=1.61765, etc. 
The Golden Ratio has been known since ancient Greece, its first written definition is in Euclidʼs script Elements. It can be 
found in numerous classical and modern buildings, from the Parthenon in Athens to Le Corbusierʼs Villa Stein in Garches, 
Paris. A large number of classical and modern paintings make use of the Golden Ratio, too. It can also be found in nature: 
proportions in animals and humans, plants, even down to the internal structure of DNA, the Golden Ratio is ubiquitous! A 
short internet search will result in a wealth of information about the Golden Ratio.

Dieser Bausatz enthält:

• 2 Stanzbögen aus 0,5 mm Konstruktionskarton
• 4 Buchschrauben 5 x 6 mm
• 3 angespitzte Rundstäbe Ø 2 mm aus Birkenholz

Was Sie für den Zusammenbau noch benötigen:

• Eine feste, ebene Arbeitsfläche
• Ein scharfes Bastelmesser (sogen. Cutter-Messer, z.B. 

das AstroMedia Bastelmesser) zum Durchschneiden 
der Haltestege im gestanzten Karton und zum Einkür-
zen der Schenkelspitzen

• Ein Stück feines Schleifpapier oder eine Nagelfeile zum 
Runden der Schenkelspitzen

• Ein Lineal zum Abmessen der Schenkelspitzen 
• Einen normalen lösungsmittelhaltigen Alleskleber für 

die Kartonteile, z.B. Tesa oder UHU Alleskleber. Benut-
zen Sie keinen lösungsmittelfreien Alleskleber auf Was-
serbasis oder Weißleim, sie weichen den Karton auf 
und wellen ihn.

• Einen Schraubendreher zum Festdrehen der Buch-
schrauben. Ersatzweise geht es auch mit der runden 
Spitze eines Tafelmessers. 

• Optional: Ein Goldener Lackstift, falls Sie die weißen 
Kanten der Bauelemente einfärben möchten.

Gut zu wissen:

1. Der Goldene Zirkel besteht aus vier Bauelementen, 
dem Oberen und dem Unteren Hauptschenkel, dem 
Goldenen Schenkel und dem Lenkbügel. Der Lenkbügel 
führt den Goldenen Schenkel so, dass er die Strecke 
zwischen den Spitzen der beiden Hauptschenkel im 
Verhältnis des Goldenen Schnittes teilt.

2. Jedes dieser vier Bauelemente wird aus 6 Lagen Kar-
ton zusammengeklebt und erreicht damit eine Dicke 
von 3 mm und annähernd die Stabilität von Sperrholz. 
Die Bauelemente sind mit den Buchstaben [A] bis [D] 
gekennzeichnet, die Kartonteile, aus denen sie zusam-
mengeklebt werden, tragen zusätzlich die Nummern 1 
bis 6, also z.B. [A1] oder [C5].

3. Die Klebeflächen sind an ihrer grauen Farbe zu erken-
nen. Auf jeder Klebefläche befindet sich ein Symbol, das 
anzeigt, welche andere graue Fläche hier hin geklebt 
werden soll, zum Beispiel bedeutet M , dass das Kar-
tonteil M  auf diese Stelle geklebt wird.

4. Die Spitzen der beiden Hauptschenkel und des Gol-
denen Schenkels werden aus 2 mm starkem Birken-
Rundholz angefertigt. Sie werden in einer Aussparung 
mit quadratischem Querschnitt verklebt, die von den 
Schlitzen in den vier inneren Teilen der Schenkel gebil-
det werden.   

5. Achten Sie darauf, dass die 6 Kartonteile eines Ele-
ments kantengenau aufeinander geklebt werden, z.B. 
indem Sie sie vorsichtig auf Ihre Arbeitsfläche aufstoßen, 
bevor der Kleber abbindet. 

Der Goldene Zirkel wurde 1893 von dem Arzt und Maler 
Adalbert Goeringer erfunden und ist ein geniales, prakti-
sches Werkzeug, um den Goldenen Schnitt in Kunst und 
Natur aufzuspüren und bei handwerklichen oder grafischen 
Arbeiten zu berücksichtigen.
 
Als "Goldener Schnitt" wird ein bestimmtes Teilungsverhält-
nis einer Strecke (oder einer Fläche, eines Winkels etc.) 
bezeichnet, das vom Menschen als besonders harmonisch 
empfunden wird. Dazu wird eine Strecke so in die Unter-
strecken a und b geteilt, dass sich die größere Strecke a zur 
kleineren Strecke b so verhält, wie die Gesamtstrecke a + b 
zur größere Strecke a:

 

Die durch diese Teilung gewonnenen Unterstrecken lassen 
sich dann auf die gleiche Weise wiederum teilen, und die 
neuen Unterstrecken wiederum… Die Zahl, die sich aus 
diesem Teilungsverhältnis errechnen lässt, wird in der Geo-
metrie mit bezeichnet und beträgt 1,6180339887….. Sie ist 
irrational, d.h. sie lässt sich nicht exakt als Bruch zweier 
ganzer Zahlen darstellen (nur angenähert z.B. als 8 : 5) 
und hat unendlich viele Nachkommastellen. Sie ist eng ver-
wandt mit der sogenannten Fibunacci-Zahlenfolge.  

Dieses Größenverhältnis ist bereits seit dem griechischen 
Altertum bekannt und findet sich nicht nur in zahlreichen 
Kunst- und Bauwerken, von der Fassade des Parthe-
non auf der Athener Akropolis über zahlreiche Gemälde 
der Renaissance bis zu dem Architekten Le Corbusier, 
sondern auch in den Proportionen des menschlichen 
Körpers und bei vielen Pflanzen. Schon eine oberflächli-
che Blidersuche mit dem Begriff "Goldener Schnitt" im 
Internet führt zu zahlreichen interessanten Hinweisen. 
(s.u.a. www.golden-section.eu/goldener_schnitt.pdf).  

Der Goldene Zirkel
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Contents:

2 sheets of 0.5mm construction cardboard
4 barrel bolts 5 x 6mm
3 pointed wooden sticks, 2mm

You will also need for assembly:

✴Standard solvent based all purpose glue, e.g. UHU, 
Evo-Stik Impact, B&Q  All Purpose Glue. Do not use 
water-based glue: it softens and warps the cardboard, 
and doesn't stick properly to the printed surfaces. 
Solvent based glues also dry much faster.

✴A piece of sand paper or a file to chamfer the wooden 
tips.

✴A ruler to measure the length of the wooden tips.
✴A flat head screwdriver for the barrel bolts.
✴A sharp  knife with a fine point (thin carpet knife, craft 

knife, scalpel), to cut the thin holding tabs of the pre-
punched parts and to shorten the wooden tips.

✴A cutting board or mat, made from hardboard, plastic, 
or wood. Self healing cutting mats are ideal as the 
material re-closes after each cut.

✴Optional: a golden lacquer pen to paint the white edges 
of the legs.

Tips for successful construction Please read before 
commencing!

✴The Golden Dividers consist of four main parts: The 
upper and lower main legs, the golden leg and the 
cross link. The cross link makes sure that the golden 
leg always divides the distance between the main legs 
according to the Golden Ratio. 

✴The assembly itself is quite straight forward. The four 
main parts are constructed from 6 layers of cardboard, 
which makes them nearly as sturdy as wood laminate. 
The parts are denoted [A] to [D], their six layers are 
also carrying the numbers 1 to 6, e.g. [A1] or [C5].

✴Places needing glue are marked in grey. On each of 
these grey areas you will find a part number followed 
by an arrow in a square: B5          The number denotes 
the part that will be glued in this place.

✴The points of the three legs are made from wooden 
sticks and are glued into square recesses inside the 
ends of the legs.

✴Make sure that all layers are glued exactly flush on top 
of each other. It is a good idea to push their edges 
carefully onto the worktop  before the glue sets to 
accomplish this.



Building Instructions

A. The Upper Main Leg
Step 1: Remove the six parts [A1] to [A6] from the 
cardboard and open the holes in all of them. Also open 
the slits at the ends of the grey parts [A2] to [A5].

Step 2: Glue [A1], [A2], [A3], [A4], and [A5] exactly flush 
on top  of each other, as indicated by the glue marks. The 
slits in the grey parts now form a 25mm long and 2mm 
wide groove. Do not glue on part [A6] yet!

Now we will prepare the point of this leg from one of the 
wooden sticks. The sharp end of the stick should be 
rounded slightly to prevent injuries.
Step 3: Take one of the sticks and draw its end at an 
angle over a piece of sand paper while twisting the stick 
at the same time. This way you can round off the tip  until 
it is blunt enough to be safe. Alternatively you can just cut 
off a piece of the tip using a sharp knife.

Step 4: Cut off exactly 30mm from the blunt end of the 
stick and test its fit in the groove of the leg. The tip  of the 
stick should stand out exactly 5mm. The projecting length 
of exactly 5mm is important to ensure precise operation 
of the finished dividers. If necessary you can shorten the 
stick a bit more or pull it out slightly. Now glue the 
wooden tip into the groove, again checking for the 
correct length before the glue sets.

Step 5: Finally glue part [A6] on top of the leg.

The upper main leg is now finished.

B. The Lower Main Leg
Steps 6 to 10: The lower main leg is constructed in 
exactly the same way as the upper main leg. Follow 
Steps 1 to 5 again, replacing the part numbers A with B.

C. The Golden Leg
Steps 11 to 15: The golden leg is constructed in exactly 
the same way as the other two legs. Follow Steps 1 to 5 
again, replacing the part numbers A with C.

D. The Connecting Link
Step 16: Glue the six parts [D1] to [D6] exactly flush on 
top of each other as indicated by the glue marks.

E. Final Assembly of the Golden Dividers 
Step 17: Put the round ends of the main legs on top  of 
each other and connect them with a barrel bolt.

Step 18: Pull the two legs apart, lay the dividers on the 
table as in the picture below and, using a barrel bolt, 
connect the round end of the golden leg to the underside 
of the main leg that lies on top.

Step 19: Finally fit the connecting link to the other main 
leg and the golden leg with the last two barrel bolts, as 
shown in the picture below. Open and close the dividers a 
few times and check their accuracy with a ruler: If the tips 

of the main legs point to 0mm and 161.8mm, then the 
golden leg should point exactly to 100mm.

Congratulations! 
You have finished the construction of your Golden 

Dividers. Now you are the owner of a beautiful
 and accurate instrument that will help you

find and explore the Golden Ratio in 
a large variety of objects.
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